Digital Art Guide

1. ESSENTIAL INFORMATION

We can accept files from the latest versions of these programs:
Illustrator. Black text should be 100% black, not CMYK.
PhotoShop. 300 dpi min (600 preferred). Color CMYK.
InDesign. Black text should be 100% black, not CMYK.

We need ALL your art work!
We also accept PDF, EPS, TIFF, JPEG and BMP (min. 600 dpi) files. Fonts must be embedded in PDF.

Fonts

Either convert all text to paths or outline type and group or send all Screen and Printer fonts used. When we
complete your order, we will remove them from our system.

Colors

When assigning colors to your art and text, use Pantone® spot colors only, unless it is a 4 color process label.
Do not use four color process builds for spot colors in files. When two colors touch, we will need 1/64” trap
with the bleed of the light color under the dark color. Black overprints all colors.

Media & Accepted File Storage

CD’s, DVD’s, Zip Disks, E-Mail, Camera ready art - high resolution positive print

Email Recommendations: Zip or Stuff files to preserve file integrity and reduce transmission time.

Files over 5 Mb should not be sent by email, but can be uploaded using our Ordering Made Easy form on our
website.

2. FLEXOGRAPHIC PRINTING SPECIFICATIONS
Create your artwork within the size of the label.

Keep artwork 1/16” in from edge of label.

Extend bleeds 1/16” outside of the label.

Type must be at least 5 points. Reverse type must be BOLD, at least 7 points, and in a sans serif font. Serif type
may be used for reverse type 8 points or larger.

Minimum line rule: 0.5 point or .007 inches.
Minimum 1/64” trap: See “Colors” information above.

Email a JPEG or PDF of expected output along with the native file.

Click here for more information about:
Spot Color and 4 Color Process Raster and Vector File Formats
Screens for Spot Color Files Bleeds and File Set Up
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SPOT COLOR is a printing process in which
specific inks are mixed and put on a printing
press for use on a specific job. This process
usually produces the most exact ink match-
ing available and it is important to indicate
what Pantone ink color number you want to
use on a job. It can be a less expensive way
to include color on a label.

10 standard Pantone colors available at no
extra charge and 15 Non Standard Colors
available for $15.00 each. Pantone Color
Matches from the Pantone Color Formula
Guide are $30.00 each.

Before submitting a file for spot color
printing, make sure that all black is desig-
nated as 100K, and that all components of
the file, (type and images) are assigned a
Pantone color.
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FOUR COLOR PROCESS printing is the
process whereby four fixed ink colors
(Process Cyan, Process Magenta, Process
Yellow and Black or CMYK) are used to
simulate all other ink colors. This is the
most common process for full color offset
printing. Although not as exact in color as
spot color printing, process color printing
produces outstanding full color output. This
is the process best suited to the reproduc-
tion of full color photographs,

paintings, or other full color artwork.

Be sure to choose the CMYK color profile

or mode when preparing a file for 4 Color
Process Printing.
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RASTER

* Defined by pixels

* Non-scaleable - when you increase the
dimensions of the file, the number of
pixels remain the same - edges become
ragged, and images blur when enlarged.

* Resolution dependent

« Continuous tone, photographic qualities

- Always use for photos

Sophla S Eggs

From Stryker Farm

RAISED ON PASTURE ()
NO ANTIBIOTICS « NON-GMO FEEDS

Files and images of 600 dpi or higher are
recommended for printed labels, and is
required for files including detailed images
and small font sizes. 300 dpi is the
minimum required resolution for printing
labels.

SAFE HANDLING INSTRUCTIONS: To prevent iliness from bacteria: keep eggs refrigerated,
cook eggs until yolks are firm, and cook foods containing eggs thoroughly.
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Vector type with raster image.

File types include: psd, jpg, tiff,
and bmp.

VECTOR

+ Defined by mathematical equations
(lines & curves) :

* Scaleable to any size: edges will remain J()nes
CI"iSp and ShGI"p FAMILY FARMS

* Independent of resolution

« Cartoon-like, line drawing qualities

* Use for logos, text Keta

Ikura

Recommended for text.
File types include ai, eps, indd, and pdf.

These files may combine raster and vector
images. Make sure that any placed images,
such as tiff or jpg, are either embedded, or
included in a folder with the main file.
Resolution requirements for embedded or Vector type and vector image.
linked raster files are the same as

described above.
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Die Line:

Bleed Line : (-

If you want your
artwork to extend
to the edge of the

label (borders,
backgrounds, etc),
this artwork must
extend to this line
- 1/16th inch past
the dieline.

Safe Margin Line:
all important text
and images must be
within this line,
1/16th inch from

the dieline.
—

J

Y\ Label will be
trimmed at this
line.

< —

Bleed Line Die Line

Safe Margin Line

P R—

Bleed Line

Safe Margin Line

Die Line

If you want Set up Die Line
your label to your file
look like like this: Safe
this: - Die Line - Margin
PASTURE RAISED yauus PASTURE RAISED &
POULTRY POULTRY
Bleed Line
Growers Discount Labels Digital Art Guide 4



A SCREEN is used with a SPOT COLOR file to print differ-
ent TINTS of the spot color. There is an extra charge for
each color that uses a screen in a file. Using a screen is an
affordable way to increase the color range of a spot color

label.

L CREEK GOAT

GARLIC AND CHIVES

made with milk from Misty Creek Goat Dairy

Ingredients: Unpasteurized Goat Milk, Vegetable Rennet,
Sea Salt, Garlic, Chives and Culture

60 Day Aged

Ibs. oz.

Misty Creek Dairy * 43 West Eby Road ¢ Leola, Pa 17540 « 717 656-1345

Tints of 342 Green
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KISS OF KERRY

A tangy Irish style farmhouse cheese named in tribute

to the rare Irish Kerry cows who help make it.

h

Aged over 60 days * No Sy tic Hor or Antibioti

Ingredients: Cultured, Natural Unpasteurized Milk,
Sea Salt,Vegetable Enzymes, Natural Annatto

www.gibsondalecheese.com

Plant License PA #47812

Tint of Reflex Blue

Grower’s Discount Labels, LLC

P.O.Box 70
632 Tunnel Road
Tunnel, NY 13848

800-693-1572
Local: 607-693-1572
FAX 607-693-4415
wwww.growersdiscountlabels.com

info@growersdiscountlabelscom
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